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Cortex®-M0+ 32 MHz General-Purpose Microcontroller With
128 KB + 4 KB Flash and 16 KB SRAM

Features

Core
e Arm® Cortex®-M0+ 32-bit core

* Up to 32 MHz operating frequency

Memory
* 128 KB code flash memory

— Read protection for security
* 4 KB data flash memory

— Read protection for security

* 16 KB SRAM

Clock, Reset and Power
Management

* Two main operating clocks: HCLK, PCLK

* Two system reset: cold reset, warm reset

* Low-Voltage Detection
— Low-Voltage Reset (LVR)
— Low-Voltage Indicator (LVI)

* Power management for power consumption
— Run, SLEEP, DEEP-SLEEP modes

* Clock monitoring function for system clock

Interrupt Management

* Nested-Vectored Interrupt Controller (NVIC)
with 28 interrupt sources

GPIO
* Upto 61 1/O pins
* 32 mappable on external interrupt vectors

» Sink type high-current output ports

DS Rev. 1.05

DMA Controller

¢ Two channels of Direct Memory Access
e 8-/16-/32-bit data transfers

¢ Conjunction with 20 internal peripherals

ADC

* One independent ADC block
* 14 analog input channels

* 5-bit prescaler

* 50 ksps conversion rate

Timer

* 16-bit timers: 6 channels
e 32-bit timers: 2 channels
* Timer operating modes

Periodic timer mode

One-shot mode

PWM mode

Capture mode

* 12-bit prescaler

WDT
e 24-bit down-count watchdog timer
* Reset and periodic interrupts

¢ Four dividers selectable

Global Top Edge Al MCU Innovator, ABOV Semiconductor
www.abovsemi.com
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Product Selection Table

Watch Timer

14-bit divider
12-bit up counter

Real-Time Clock

Communication Interfaces

UART

— Two Universal Asynchronous
Receiver/Transmitter

USART

— Three Universal Synchronous
Asynchronous Receiver/Transmitter

12C

— Three Inter-Integrated Circuit interface
ports

SPI

— Two Serial Peripheral Interface ports

CRC Calculation Unit

CRC operating modes:
CRC-CCITT
CRC-16

Auto CRC/User-defined CRC
CRC and checksum

Product Selection Table

A31S134 Datasheet

Debug Interface

Serial Wire Debug (SWD) interface

Package

64-LQFP-1010 (0.50 mm pitch)
48-LQFP-0707 (0.50 mm pitch)
48-QFN-0606 (0.40 mm pitch)
44-LQFP-1010 (0.80 mm pitch)
32-LQFP-0707 (0.80 mm pitch)
32-QFN-0505 (0.50 mm pitch)

Operating Voltage

1.8Vto55V

Operating Temperature

Commercial grade (-40°C to 85°C)
Industrial grade (—40°C to 105°C)

Table 1. Device Series Summary

A31S134

Base Product| Part Number | Flash | SRAM [UART| USART | SPI | 12C | ADC | Timer pIcIt?ts Package
A31S134RL | 128 KB | 16 KB 2 3 2 3 14 8 61  64-LQFP-1010
A31S134CL | 128 KB | 16 KB 2 3 2 3 14 8 45 |48-LQFP-0707
A31S134CU | 128 KB | 16 KB 2 3 2 3 14 8 45  148-QFN-0606
A31S134SN | 128 KB | 16 KB 2 3 2 3 14 8 41 44-LQFP-1010
A31S134KN | 128 KB | 16 KB 1 3 2 2 8 8 29  [32-LQFP-0707
A31S134KU | 128 KB | 16 KB 1 3 2 2 8 8 29  [32-QFN-0505
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A31S134 Datasheet 1. Introduction

1. Introduction

This document provides an overview of the features supported by the device, including high-level
information and brief explanations for each feature.

Refer to Table 3 for the list of features supported by the device.
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2. Description A31S134 Datasheet

2. Description

The A31S134 is a 32-bit microcontroller based on the energy efficient Arm Cortex-MO+ core, with up to
128 KB of code flash memory, 4 KB of data flash memory, and 16 KB of SRAM. The A31S134 operates
at voltage range of 1.8 V to 5.5 V, providing a highly flexible and cost-effective solution for many
embedded control applications. It features a variety of peripherals, including 16-bit and 32-bit timers, a
12-bit ADC, a CRC generator, as well as UART, USART, 12C, SPI, and DMA. In addition, the device is
equipped with a POR, LVR, LVI, and an internal RC oscillator. To further reduce power consumption,
the A31S134 supports both SLEEP and DEEP-SLEEP modes.

21 Product Category Definition

Table 2 provides an overview of the memory capacity for the A31S134.

Table 2. A31S134 Memory Capacity
Memory Capacity
Flash RAM
128 KB 16 KB A31S134

Category

8 \BO\
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A31S134 Datasheet

2.2 Device Overview

2. Description

Table 3 summarizes and lists the features specific to the device while considering the largest package.

Table 3. A31S134 Features and Peripherals

Item

Description

CPU

Core

Max. operating frequency: 32 MHz

32-bit Arm Cortex-MO0+ core

16-bit Thumb-2 instruction set

Register settings in CPU:

- General-purpose registers: RO - R12

- Main Stack Pointer (MSP) and Process Stack Pointer (PSP): R13
- Link Register (LR): R14

- Program Counter (PC): R15

Data alignment in little-endian

AHB/APB

Interrupt
Controller

Nested-Vectored Interrupt Controller (NVIC)
Max. 28 peripheral interrupts available

Two-bit width of group priority: four levels of priority

Code Flash

Capacity: 128 KB

Large volume of embedded code flash memory

Max. 32 MHz flash access speed

Erase unit: Page (256-byte), Bulk (128 KB, full-chip)
Program unit: Word (4-byte), Page (256-byte)

Read protection

Self-programming

CRC code generation and verification for the flash memory
Endurance: 10,000 cycles

Lifetime: 10 years

Memory

Data Flash

Capacity: 4 KB

Max. 32 MHz access speed

Erase unit: Page (32-byte), Bulk (4 KB)
Program unit: Word (4-byte), Page (32-byte)
Read protection

Endurance: 100,000 cycles

Lifetime: 10 years

SRAM

Capacity: 16 KB
Capable of functioning as a program’s working area

High-speed execution for time-critical codes

Capability to remap into an interrupt vector area
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2. Description A31S134 Datasheet

Table 3. A31S134 Features and Peripherals (continued)

Item Description
Operating 2 MHz to 32 MHz (HIRC, XMOSC)
requency
» High-frequency Internal Resistor-Capacitor (IRC) oscillator
- 32 MHz (+1.5% @ Ta = 0°C to 50°C)
» External Main Oscillator (XMOSC)
Clock

- 16 MHz@ VDD =2.7Vto 55V
» External Sub-Oscillator (XSOSC)
- 32768 kHz @ VDD =18V 1to 55V

» System fail-safe function by clock monitoring
o - External main oscillator
Clock Monitoring
- External sub-oscillator
- Main system clock (MCLK)
* RUN mode
Operation Mode e SLEEP mode
* DEEP-SLEEP (STOP) mode
* nRESET pin reset
scu * Power-On Reset (POR)
(System * Software reset
Control Unit) Reset ,
* Watchdog Timer Reset (WDTR)

* Low-Voltage Reset (LVR)

* Clock monitoring reset

VDC Low-dropout (LDO) regulator built in for low-voltage operation

POR generator: Capable of generating a reset signal by detecting

POR aninternal 1.2V

* 12 low-voltage detection levels

Lvi * Supports interrupt

¢ Supports wake-up from SLEEP mode
* Wake-up by GPIO pins

* Wake-up by WT

Wake-up * Wake-up by WDT

* Wake-up by LVI

* Wake-up by Timer 20

¢ 16-bit down-count timer

WUT
(Wake-Up Timer) * Underflow interrupt

* Stabilization time upon wake-up from deep sleep mode

10 \BO\
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A31S134 Datasheet

2. Description

Table 3. A31S134 Features and Peripherals (continued)

Item

Description

GPIO

Input/Output (1/O) port for general purpose
64-LQFP-1010

- 1/O pins: 61

48-LQFP-0707/48-QFN-0606

- 1/O pins: 45

44-LQFP-1010

- 1/0O pins: 41

32-LQFP-0707/32-QFN-0505

- 1/0 pins: 29

Selectable input and output configuration for each pin:
- Push-pull output

- Open drain output

- Input

Pin configurations through multiplexer settings

Configurable as an external interrupt source (PB[11:0], PC[7:0], PE[8:0],
PF[4:2]) with the following options:

- Rising edge (high-level)

- Falling edge (low-level)

- Edge-triggered (both rising- and falling-edge)

Configurable pull-up/down resistors and debouncing

Configurable independently to be set or reset through its corresponding bit

Wake-up events triggered by external asynchronous interrupt inputs

LED Display Driver

Sink up to 120 mA of current for driving up to 8 pins
- PDO to PD7

DMA Controller

Two-channel Direct Memory Access (DMA) supporting peripherals
8-/16-/32-bit data transfers

Operates with 10 types of peripherals

- USART10, USART11, USART12

- UARTO, UART1

- 12C0, 12C1, 12C2

- SPIO, SPI1

\BO\
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2. Description

Table 3. A31S134 Features and Peripherals (continued)

A31S134 Datasheet

Item

Description

General-
Purpose

Timer

16-bit Timer

General-purpose 16-bit up-count timer
Six channels

- Six capture input pins (T1nCAP)

- Six output pins (T1nOUT)

Timer operating modes

- Periodic timer mode

- Capture mode

- PPG one-shot mode

- PPG repeat mode

Interrupt events

- Timer/counter match interrupt

- Capture interrupt

Free selectable clock sources:

- PCLK clock divided by 12-bit prescaler

- External clock

32-bit Timer

General-purpose 32-bit up-count timer
Two channels

- Two input capture (T2nCAP) channels
- Two output (T2nOUT) channels

Timer operating modes

- Periodic timer mode

- Capture mode

- PPG one-shot mode

- PPG repeat mode

Interrupt events

- Timer/counter match interrupt

- Capture interrupt

Free selectable clock sources:

- PCLK clock divided by 12-bit prescaler
- External clock (T20, T21)

- XSOSC clock (T20)

Timer signals output through T2nOUT output pins

12

\BO\

SEMICONDUCTOR



A31S134 Datasheet

2. Description

Table 3. A31S134 Features and Peripherals (continued)

Item Description

24-bit down-count timer
Reset generation

WDT Window match interrupt

System )
) Underflow interrupt
Timer

WDTRC or PCLK is selectable
12-bit up-count timer

WT
Real-Time Clock (RTC)
Two asynchronous serial communication ports
Configurable standard asynchronous communication bits (start, stop, and
parity)
Flexible communication available through programming

UART .
- 5-to 8-bit data transfers
- Even/Odd/Non-parity generation and checking
- 1-bit, 1.5-bit, or 2-bit stop bit generation and checking
8-bit fraction controller and 16-bit baud rate generator
Three asynchronous/synchronous serial communication ports
Flexible communication available through programming
- Full duplex operation with independent serial receive and transmit registers
- Supports serial frames with 5 to 9-bit data transfer lengths and 1 or 2 stop

USART bits generation and checking
- Even/Odd/Non-parity generation and checking
Communication - Baud rate generator
Interface - Receive character detection and receive time-out function

UART, LIN, and SPI modes
Two synchronous serial communication ports
Master/slave operation
Loop-back mode

SPI Programmable and flexible communication
- SPI clock speed
Both Least Significant Bit (LSB)-first and Most Significant Bit (MSB)-first
modes available
Three serial communication ports
Standard 12C communication protocol
Master and slave modes

12C

7-bit addressing for slave mode
Configurable SCL signal’s high/low periods
Configurable SDA signal’s hold time

\BO\
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2. Description A31S134 Datasheet

Table 3. A31S134 Features and Peripherals (continued)
Item Description

* 14 analog input channels
12-bit ADC » Software and timer triggers

» External reference selectable
* 16-bit CRC generator

* CRC operating modes:

CRC - CRC-CCITT
(Cyclic Redundancy Check) - CRC-16

¢ Auto and user mode supported

* CRC and Checksum generation

Operating Voltage 1.8Vto55V
Operating Commercial Grade | —40°C to 85°C
Temperature Industrial Grade | -40°C to 105°C

» Six types of package options
- 64-LQFP-1010 (0.5 mm pitch)
- 48-LQFP-0707 (0.5 mm pitch)
Package - 48-QFN-0606 (0.4 mm pitch)
- 44-LQFP-1010 (0.8 mm pitch)
- 32-LQFP-0707 (0.8 mm pitch)
- 32-QFN-0505 (0.5 mm pitch)
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A31S134 Datasheet

Table 4. Summary of A31S134 Peripherals

2. Description

Peripheral A31S134RL A315134CL A31S134SN A3TS134KN
A31S134CU A31S134KU
Code Flash 128 KB 128 KB 128 KB 128 KB
Memory Data Flash 4 KB 4 KB 4 KB 4 KB
SRAM 16 KB 16 KB 16 KB 16 KB
Purpose 8 5 5 8
Timers SysTick 1 1 1 1
Watchdog 1 1 1 1
Watch 1 1 1 1
USART 3 3 3 3
Communication UART 2 2 2 1
Interfaces 12C 3 3 3 2
SPI 2 2 2 2
DMA 2 2 2 2
GPIO 61 45 41 29
ADC 50 ksps 50 ksps 50 ksps 50 ksps
Number of channels 14 14 14 8
Max. Operating Frequency 32 MHz 32 MHz 32 MHz 32 MHz
CRC 1 1 1 1
Operating Voltage 1.8Vto55V
Operating Commercial -40°C to 85°C
Temperature Industrial -40°C to 105°C
Package 64-LQFP-1010 ‘1188_—L§FFI\|13-;30670067 44-LQFP-1010 222-_I_SFFNFi—0057(;)57
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2. Description

2.3

Block Diagram

Figure 1 shows a block diagram of the A31S134.

Figure 1. A31S134 Block Diagram
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A31S134 Datasheet 2. Description

2.4 Functional Overview

The following sections provide overviews of the features of the A31S134 microcontroller.

241 Cortex-M0+ Core

The A31S134 microcontroller uses the energy efficient Cortex-M0+ CPU core from Arm, which is
optimized for low-power consumption and features a highly efficient 32-bit architecture. The Cortex-
MO+ is based on the ARMv6-M Thumb instruction set and includes 16-bit instructions with Thumb-2
technology, allowing for improved performance and energy efficiency. It also includes a simple 24-bit
system timer (SYSTICK) that can function as a real-time operating system or a counter. Additionally,
the Cortex-M0+ features an integrated Nested Vectored Interrupt Controller (NVIC) for deterministic
interrupt handling, hardware single-cycle multiplication for efficient computation, and supports SWD
debugging features.

Refer to the technical reference manual ARM DDI 0484C for detailed information on Cortex-MO+.

24.2 On-Chip SRAM

The A31S134 has a block of zero-wait on-chip SRAM. The size of the SRAM is 16 KB, and its base
address is 0x2000_0000. The SRAM memory area is commonly utilized for storing data and as a stack
memory. Additionally, it can also be utilized for storing program code for faster execution or during flash
erasing and programming operations.

2.4.3 Operating Voltage

The device operates with a supply voltage of a 1.8 V to 5.5V (VDD).

During a power-up process, a reset plays an important role and affects the entire process of the system
booting. The A31S134 has two power-related reset options as described below:

* POR_RST (Power-On Reset): Controls the voltage less than 1.2 V.

e LVR_RST (Low-Voltage Reset): Controls the voltage less than 1.62 V (configuration option).

If the power level is higher than the POR and lower than the flash operating voltage (Min. 1.35 V), the
Code Read operation may malfunction. To prevent this abnormal Code Read operation, the LVR_RST
generates the nSYSRESET internal signal, and the microcontroller enters the reset mode to prevent
the abnormal operation. To ensure stable operation, it is recommended to select a voltage level higher
than the minimum level of 1.62 V that can be set by the LVR.
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2. Description A31S134 Datasheet

2.4.4 Operation Mode

2.4.4.1 Transition of Operation Mode

The INIT mode is the initial state of the chip when a reset is asserted. In RUN mode, the CPU operates
at the maximum performance with the high-speed clock system. The SLEEP and DEEP-SLEEP modes
are available as low-power consumption modes. During these modes, the processor core and any
unused peripherals are halted to effectively manage power consumption.

2.4.4.2 RUN Mode

In RUN mode, the CPU and peripheral hardware operate with a high-speed clock. After a reset, the
system will enter the RUN mode if the INIT state is detected.

2.4.4.3 SLEEP Mode

When the microcontroller enters the SLEEP mode, the CPU is halted while peripheral functions remain
active. Users can determine which peripherals are active or inactive in the SLEEP mode by setting the
corresponding function enable bit and clock enable bit in the SCU_PPCLKEN register.

2.4.4.4 DEEP-SLEEP Mode

In DEEP-SLEEP mode, both the CPU and the system clock (MCLK) are halted to reduce power
consumption. However, the Watch timer with a sub-clock and the watchdog timer with WDTRC can still
operate in this mode.
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A31S134 Datasheet 2. Description

2.4.4.5 Reset Mode

The A31S134 has two system reset options: a cold reset, which is effective during power up or down
sequences, and a warm reset, which is triggered by multiple reset sources.

The reset features of the A31S134 are as follows:

e nRESET Pin
¢ WDT Reset
J LVR Reset

*  Monitor (MON) reset
e Software Reset

* CPU Request Reset
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2. Description A31S134 Datasheet

245 Clocks and Startup

The A31S134 has two main operating clocks: HCLK, which generates clock signals for the CPU and
AHB system, and PCLK, which generates clock signals for peripheral systems.

2.4.51 HCLK Clock

The Cortex-M0+ CPU requires two clocks: HCLK and FCLK. While the HCLK supplies the clock for
both the CPU and AHB, the FCLK remains enabled unless the system enters the DEEP-SLEEP mode.
Conversely, during the SLEEP mode, the HCLK can be disabled while the FCLK continues to function.

The buses and memories are clocked by the HCLK. As the bus clock frequency is limited to a maximum
of 32 MHz, the HCLK frequency must not exceed 32 MHz.

2.4.5.2 PCLK Clock

The PCLK can be used as a clock source for any peripheral. The SCU_PPCLKEN registers determine
whether the PCLK is enabled or disabled for each peripheral. If a peripheral block’'s PCLK input is not
enabled, its registers cannot be read. Additionally, it is important to note that the PCLK stops operating
in the DEEP-SLEEP mode.

2.4.5.3 Clock Configuration Procedure

Initially, after power on, the HIRC (2 MHz) is enabled as a system clock source by default in the system
operation sequence. The HIRC operates as a system clock until users configure other clock sources
according to their needs.

To enable the XMOSC and XSOSC clocks, users can set the XMOSCEN and XSOSCEN bits in the
SCU_CLKSRCR register. However, before enabling the XMOSC and XSOSC blocks, users must first
configure the pin mux settings for the XIN/XOUT and SXIN/SXOUT functions. Note that PF5/PF6 and
PF3/PF4 pins are shared between these functions, and thus the PF_MOD and PF_AFSR1 registers
must be configured correctly.

Once the XMOSC and XSOSC clocks are enabled, users can verify the stability of the crystal oscillation
by using the clock monitoring control register, SCU_CMONCR. However, it is important to wait at least
10 ms to ensure that the crystal oscillation is stable before changing the system clock.
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2.4.6 NVIC (Nested Vectored Interrupt Controller)

The A31S134 incorporates the Nested Vector Interrupt Controller (NVIC), which can manage up to 32
maskable interrupt channels with four priority levels. The NVIC in the Cortex-MO0+ processor handles
and prioritizes interrupts internally within the processor. Software can set the priority of each interrupt,
and external interrupt signals are connected to the NVIC, which prioritizes them. The NVIC enables
efficient processing of late-arriving interrupts and achieves low-latency interrupt processing. Access to
all NVIC registers is only possible through word transfers.

The NVIC has the following advantages:

* Interrupt processing with reduced interrupt latency
» Direct transfer of Interrupt Vector Table (IVT) address to the core
* Fastinterrupt processing capability

* Nested interrupt processing by priority: Interrupts with higher priority are given precedence
over those with lower priority, even if they occur after the lower-priority interrupts.

e Tail Chaining interrupt processing.
*  Automatically saves processor(core) state when interrupts are entered.

* Interrupt restoring without instructional overhead at the end of the interrupt

The NVIC hardware block provides flexible and efficient interrupt management with minimal interrupt
latency.

2.4.7 PCU

The A31S134 has a Port Control Unit (PCU) module that controls the input and output (1/O) ports. By
setting the PCU registers, users can configure the functionality, input/output direction, pull-up/pull-down,
and debouncing of the pins for their applications.

248 GPIO

Pins other than those specified as VDD, GND or certain purpose, can be used as General-Purpose
Input/Output pins.

The GPIO module controls the general 1/0O pins. Output pins can be configured to output high-level or
low-level signals by setting the corresponding bits of the GPIO control register. On the other hand, the
input status of logic input pins can be monitored through the control registers.
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2. Description A31S134 Datasheet

249 Embedded Flash Memory

The flash memory controller serves as an interface between the core and the embedded flash memory
and is responsible for managing the data stored on the flash memory.

The flash memory of the A31S134 has the following features:
¢ Code flash memory for 128 KB with write protection bits
* Erase units
— Page (256-byte)
— Bulk (128 KB, full chip)
e  Program unit:
— Word (4-byte)
— Page (256-byte)

e  Code flash read protection

2410 Embedded Data Flash Memory

The data flash memory controller is an interface controller for embedded data flash memory. It manages
data stored on the data flash memory.

The data flash memory of the A31S134 has the following features:
e Data flash memory for 4 KB with write protection bits
* Erase units
— Page (32-byte)
—  Bulk (4 KB)
e Program unit
— Word (4-byte)

— Page (32-byte)
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2.4.11 DMA Controller

The Direct Memory Access controller is used for high-speed data transfers between peripherals and
memories. The DMA allows quick data transfers by copying or moving data between memory and
peripherals, without involving the core.

e Two channels of direct memory access
*  8-/16-/32-bit data transfers

e Memory to peripheral transmission

*  Peripheral to memory transmission

* DMA transfers are triggered by peripheral interrupts

2.4.12 16-bit and 32-bit Timers

The A31S134 includes six 16-bit and two 32-bit Timers that offer four operating modes: Periodic Mode,
PWM Mode, One-shot Mode, and Capture Mode.

Users can select an input clock source for the 16-bit and 32-bit Timers, either a divided PCLK or an
external clock. Especially for the 32-bit timer 20, XSOSC can be selected as an input clock source. An
internal 12-bit prescaler allows to generate a variety of base clocks for the timers.

When the timer operates in Periodic Mode, interrupts can be triggered at regular intervals. In PWM
Mode, users can set the period and duty to generate a PWM signal. In One-shot mode, the timer can
generate one PWM waveform. In Capture Mode, the timer can measure pulse intervals of an external
input signal based on the predefined conditions. In addition, the timer can transmit signals to control
other devices and is primarily used as a periodic tick timer or as a wake-up source.

2413 WDT

The Watchdog Timer is used to detect errors in the microcontroller caused by external interference or
logically unexpected conditions. These errors cause the application program to deviate from its normal
sequence. If the microcontroller loses control, the WDT will reset the microcontroller, allowing it to return
to normal operation.

The WDT of the A31S134 is a 24-bit down counter. If the WDT is set as a reset source, the
microcontroller restarts when the down counter reaches zero.

When it is not used to monitor the microcontroller, the WDT can be used as a cycle timer along with an
interrupt.
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2414 WT

The Watch Timer (WT) can be used as a Real Time Clock (RTC) and is commonly used in RTC designs.
Its internal structure includes a clock source select circuit, a timer counter circuit, an output select circuit,
and a watch timer control register. To operate the WT, select the input clock source and output interval,
and set the WTEN bit to 1 in the WT control register (WT_CR). The WT can be operated individually or
simultaneously with other functions. To stop the WT, clear the WTEN bit in the WT_CR register. Even
when the CPU is in deep sleep mode, the sub-clock remains active, and the WT continues to operate.
The WT_CR can be used to clear and set the WT interval value when writing, and to read the 12-bit
WT counter value. The key features of the WT are as follows:

e 14-bit divider
e 12-bit up-counter

e RTC functionality

2.415 USART

The A31S134 has a three-channel USART (Universal Synchronous/Asynchronous Receiver/
Transmitter) module. The USART module supports UART and SPI modes and features as follows:

*  Full duplex operation with independent serial receive and transmit registers
* Asynchronous or synchronous communication
e Baud rate generator

e Supports serial frames with 5- to 9-bit data transfer length and 1 or 2 stop bits generation and
checking

e Even/Odd/Non-parity generation and checking-

* Receive character (data) detection and receive time-out function

* Local Interconnection Network (LIN)

* Data over-run detection

e  Framing error detection

e Supports three types of interrupts: TX completion, TX data register empty and RX completion
e Double speed asynchronous communication mode

e Up to 8 MHz data transfer in SPI mode
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2416 UART

The A31S134 has a two-channel UART (Universal Asynchronous Receiver/Transmitter) module. The
built-in UART module allows users to specify settings for transmitting and receiving data and provides
the ability to read the status of the UART. By providing information about the current state of
transmission and reception processes, including types and conditions, the UART module enables users
to monitor for potential errors such as parity, overrun, framing, or break interrupts during data reception.

The UART module includes a programmable baud rate generator for each channel, which generates
an internal 16x clock for sampling of the UART unit by dividing a prescaled clock using a baud rate
divisor that ranges from 0 to 65,535.

Users can program interrupts that can control UART communication.

Furthermore, the built-in DMA allows the UART module to transfer data directly to or from memory
without involving the CPU, reducing CPU usage, and increasing the speed of data transfer.

2417 SPI

The A31S134 has two built-in Serial Peripheral Interface (SPI) modules, which are clock-synchronized,
and allow for customizable transmission clock specifications.

The SPI modules facilitate communications between one master and multiple slaves, which can be
chosen using the Slave Select (SS) signal. Using four signal terminals (SS, SCK, MOSI, and MISO),
the SPI module enables three or four-wire synchronous transfers. Its Transmit and Receive Buffers are
separate, which enables full-duplex communication and simultaneous reading and writing of data.
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2.4.18 12C Interface

The Inter-Integrated Circuit (12C) interface built in the A31S134 is compliant with the standard 12C
communication protocol. It is used for serial communication between internal and external devices via
the 12C protocol.

The built-in 12C interface, equipped with three units, supports both master and slave modes, and can
transmit and receive data in bytes by using interrupts or polling.

The 12C of the A31S134 operates in Standard mode (100 kHz), Fast mode (400 kHz) or Fast Plus mode
(1 MHz). In addition, it also supports General call.

The 12C interface facilitates communication with multiple peripherals that share the same bus type. To
utilize 12C, it is recommended to configure the SCL and SDA pins as open-drain and attach external
pull-up resistors to ensure that their output signals are maintained at the high-level.

Table 5. Features of 12Cn (n =0 to 2)

12C Features 12C0 12C1 12C2
7-bit addressing mode (0] 0] (0]
Standard mode (up to 100 kbit/s) (0] 0] (0]
Fast mode (up to 400 kbit/s) (0] 0] (0]
Fast Plus mode (up to 1,000 kbit/s) (0] 0] (0]
General call 0o 0] O
2419 ADC

The A31S134 is equipped with a 12-bit Analog-to-Digital Converter module that supports up to 14
analog inputs. The module includes three registers: a control register (ADC_CR), a data register
(ADC_DR), and a prescaler data register (ADC_PREDR). To select channels for conversion, users can
set the ADSEL[3:0] bit in the ADC_CR register. Once conversion is completed, the result is loaded into
the ADC_DR register and the A/D conversion status bit (ADCIFLAG) is set to ‘1’, triggering an A/D
interrupt. The ADCIFLAG bit is read as ‘0’ during A/D conversion.

The main features of the ADC are as follows:
* 14-channel analog inputs
*  Supports for software start (ADST) and timer trigger (T10/11/12 A match)
*  Conversion time of 58 clocks

e 5-bit prescaler
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2.4.20 CRC Module

The A31S134 has a built-in Cyclic Redundancy Check (CRC) module capable of computing 16-bit CRC
codes from data streams and flash memories. CRC-based techniques are commonly used to ensure
the integrity of data transmission or storage and can also be used to verify the integrity of flash memory
in compliance with functional safety standards. By computing the software signature during runtime and
comparing it with a reference signature, the CRC module can help detect any changes made to the
software.

The CRC module in the A31S134 offers the following features:
*  Auto CRC and user CRC mode
e Supports CRC-CCITT (G1(x) = x"6 + x12 + x5 + 1)
e Supports CRC-16 (G2(x) = x'® + x'® + x2 + 1)
* CRC and checksum mode

*  CRC/checksum start address auto increment (user mode only)
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2.5 Development Support

This chapter describes the development support features of the device. The device provides standard
Arm® development support, including toolchain compatibility, debug interface, trace support, and on-
board debug/programming connection.

Refer to the feature list, pin description, and electrical characteristics for detailed information.

251 Toolchain Support

The device supports software development using standard Arm-compatible toolchains, including Arm®
Keil® MDK, IAR Embedded Workbench® for Arm, and GCC-based toolchains.

Device-specific startup files, linker scripts, header files, and software examples are provided separately
for each product series and software package.
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2.5.2 Debug Interface

2.5.2.1 Serial Wire Debug Port (SW-DP)

The device provides an Arm® Serial Wire Debug Port (SW-DP) for software debugging and in-system
flash memory programming. The SW-DP uses a two-pin debug interface, SWDIO and SWCLK, to
access the CPU debug logic, memory, registers, and on-chip debug resources.

The SWD pins may be multiplexed with GPIO or other alternate functions depending on the product
and package. If the SWD pins are used for application functions, the target board and firmware must
be designed so that the pins remain accessible during debugging or programming.

2.5.2.2 SWD Connection Guide

For on-board debugging and programming, the target board should provide access to SWDIO, SWCLK,
VDD, VSS, and nRESET. The nRESET connection is recommended to improve debug connection
reliability and device recovery.

The VDD pin provides the target voltage reference for the external debug probe. It should be connected
to the target board supply voltage unless otherwise specified by the debug probe manufacturer.

Figure 2. SWD Interface Connection

E-PGM+ % 10 kQ
VDD

VDD RESET
nRESET n
A31S134
SWDIO SWDIO
SWCLK SWCLK
10 kQ
GND

GND
= L
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3. Pinouts and Pin Descriptions

In this chapter, pinouts and pin descriptions of the A31S134 are described.

3.1 Pinouts

Figure 3, Figure 4, Figure 5, Figure 6, Figure 7, and Figure 8 show the top view of the packages.

3.1.1 A31S134RL (64-LQFP)

Figure 3. 64-LQFP Pinouts
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PA3/AN3 53 28 PE2/SDA1/MISO0
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3.1.2 A31S134CL (48-LQFP)

Figure 4. 48-LQFP Pinouts
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PF6/XOUT [] 45 16 [ PB6/RXD0/MISO0/SS12/T110OUT/T11CAP/EC11
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NOTE:

1. When using the 48-LQFP package, each of the PB[11:8], PC[10, 6:4, 0], PD[8:7], PE[5:4], and PF[9:7] pins
should be configured as either a push-pull output or an input with a pull-up or pull-down resistor by software
control using the appropriate registers or configuration settings.
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3.1.3 A31S134CU (48-QFN)

Figure 5. 48-QFN Pinouts

A31S134 Datasheet
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PA1/AN1
PA2/AN2
PA3/AN3
PA4/AN4
PA5/ANS

PAB/AN6/TXD11/MOSI11

PA7/AN7/RXD11/MISO11

361

©
o8 &
Qo I
53 B
i 3
-0 3
2 % <
< ]

x

480y

- N ™ O © ~ 0 O

PDO0/SCLO
PD1/SDAO

PD2/T210UT/T21CAP/EC21
PD3/T200UT/T20CAP/EC20

PD4/SCK12/T130UT/T13CAP/EC13

PD5/TXD12/MOSI12/SCL2

PD6/RXD12/MISO12/SDA2/T130UT/T13CAP/EC13

PEO/MOSI1

PE1/MOSI0/SS1
PE2/SDA1/MISO0

PE3/SCL1/SCKO0

PE6/SCK1

PA8/AN8/RXD1/SCK11

PA9/AN9/TXD1/SS10
PB0/SCL1/SCK10/T210UT/T21CAP/EC21
PB1/SDA1/RXD10/MISO10/T200UT/T20CAP/EC20
PB2/TXD10/MOSI10/T150UT/T15CAP/EC15
PB3/SDA0/TXD12/MOSI12/T140UT/T14CAP/EC14
PB4/SCLO/RXD12/MISO12/T130UT/T13CAP/EC13
PB5/SCK12/T120UT/T12CAP/EC12
PB6/RXD0/MISO0/SS12/T110UT/T11CAP/EC11
PB7/TXDO/MOSIO/T120UT/T12CAP/EC12
PE8/MOSI1

PE7/MISO1

VSS

NOTE:

1. When using the 48-QFN package, each of the PB[11:8], PC[10, 6:4, 0], PD[8:7], PE[5:4], and PF[9:7] pins
should be configured as either a push-pull output or an input with a pull-up or pull-down resistor by software

control using the appropriate registers or configuration settings.
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A31S134 Datasheet

3.1.4 A31S134SN (44-LQFP)

Figure 6. 44-LQFP Pinouts

3. Pinouts and Pin Descriptio

ns

PA7/AN7 /RXD11/MISO11
PAB/ANG/TXD11/MOSI11
PAS5/AN5

PA4/AN4

PA3/AN3

PA2/AN2

PA1/AN1

PAO/ANO/AVREF
PC8/AN13/SDA0/RXD11/MISO11
PC7/AN12/TXD11/MOSI11
PC3/AN11//T100OUT/T10CAP

oonananmnm

©

34
35
36
37
38
39
40
41
42
43
44

30 [ PB1/SDA1/RXD10/MISO10/T200UT/T20CAP/EC20
29 [ PB2/TXD10/MOSIMO/T150UT/T15CAP/EC15
27 [ PB4/SCLO/RXD12MISO12/T130UT/T13CAP/EC13

28 [] PB3/SDA0/TXD12/MOSI12/T140UT/T14CAP/EC14
26 [ PB5/SCK12/T120UT/T12CAP/EC12

25 [ PB6/RXD0O/MISO0/SS12/T110OUT/T11CAP/EC11
24 [ PB7/TXDO/MOSIO/T120UT/T12CAP/EC12

31 [ PBO/SCL1/SCK10/T210UT/T21CAP/EC21
23 [ PE8MOSI1

33 ] PAB/AN8/RXD1/SCK11
32 ] PA9/AN9/TXD1/SS10

A31S134SN
(44-LQFP-1010)

1

22
21
20

-
©

TO0UU000TOD

PF2 ] 4
PF3/SXIN ] 5
PF4/SXOUT ] 6

vss ] 10
vDD [—] 11

PF5/XIN [ 7

PF6/XOUT [ 8
nRESET [ 9

PFO/SWDIO [] 2
PF1/SWCLK [ 3

PC2/AN10/CLKO/T100UT/T10CAP []

PE7MISO1

PE6/SCK1

PE3/SCL1/SCKO0

PE2/SDA1/MISO0

PE1/MOSI0/SS1

PEOMOSI1
PD6/RXD12/MISO12/SDA2/T130UT/T13CAP/EC13
PD5/TXD12/MOSI12/SCL2
PD4/SCK12/T130UT/T13CAP/EC13
PD1/SDAO

PDO0/SCLO

NOTE:

1. When using the 44-LQFP package, each of the PB[11:8], PC[10:9, 6:4, 1:0], PD[8:7, 3:2], PE[5:4], and PF[9:7]
pins should be configured as either a push-pull output or an input with a pull-up or pull-down resistor by software
control using the appropriate registers or configuration settings.
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3. Pinouts and Pin Descriptions

3.1.5 A31S134KN (32-LQFP)

A31S134 Datasheet

Figure 7. 32-LQFP Pinouts

PA8/AN8/RXD1/SCK11

PA3/AN3

PA2/AN2

PA1/AN1

PAO/ANO/AVREF
PC8/AN13/SDA0/RXD11/MISO11
PC7/AN12/TXD11/MOSI11
PC3/AN11/T100UT/T10CAP

A0nanannn

23 ] PB1/SDA1/RXD10/MISO10/T200UT/T20CAP/EC20

22 ] PB2/TXD10/MOSI10/T150UT/T15CAP/EC15
20 [ PB4/SCLO/RXD12MISO12/T130UT/T13CAP/EC13

24 ] PBO/SCL1/SCK10/T210UT/T21CAP/EC21

21 ] PB3/SDAO/TXD12MOSI12/T140UT/T14CAP/EC14
19 ] PB5/SCK12/T120UT/T12CAP/EC12

18 ] PB6/RXDO/MISO0/SS12/T110UT/T11CAP/EC11
17 [] PB7/TXDO/MOSIO/T120UT/T12CAP/EC12

ooty

25 16
26 15
27 14
s A31S134KN 5
2 (32-LQFP-0707) 2
30 11
3 @ 10
32 9

-~ N ™M < 0 © N~ ©

OXEZEEFE®AQ

292584°°8

250k 5 ¢

T I T o

0o o o

PE8MOSI1

PE7MISO1

PE6/SCK1

PE3/SCL1/SCKO0
PD6/RXD12/MISO12/SDA2/T130UT/T13CAP/EC13
PD4/SCK12/T130UT/T13CAP/EC13

PD1/SDAO

PDO0/SCLO

NOTE:

1. When using the 32-LQFP package, each of the PA[9, 7:4], PB[11:8], PC[10:9, 6:4, 2:0], PD[8:7, 5, 3:2], PE[5:4,
2:0], and PF[9:7, 3:2] pins should be configured as either a push-pull output or an input with a pull-up or pull-
down resistor by software control using the appropriate registers or configuration settings.
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A31S134 Datasheet

3.1.6 A31S134KU (32-QFN)

Figure 8. 32-QFN Pinouts

3. Pinouts and Pin Descriptions

PA8/AN8/RXD1/SCK11

PA3/AN3

PA2/AN2

PA1/AN1

PAO/ANO/AVREF
PC8/AN13/SDA0/RXD11/MISO11
PC7/AN12/TXD11/MOSI11
PC3/AN11//T100UT/T10CAP

PBO0/SCL1/SCK10/T210UT/T21CAP/EC21

PB1/SDA1/RXD10/MISO10/T200UT/T20CAP/EC20

PB2/TXD10/MOSI10/T150UT/T15CAP/EC15

PB3/SDA0/TXD12/MOSI12/T140UT/T14CAP/EC14
PB4/SCLO/RXD12MISO12/T130UT/T13CAP/EC13

PB5/SCK12/T120UT/T12CAP/EC12

PB6/RXD0/MIS0O0/SS12/T110UT/T11CAP/EC11
PB7/TXD0/MOSIO/T120UT/T12CAP/EC12

c o ® ® ~
N N - - -
™)
Do o
X 1 e
35S g
[=%
- Z °
0 L 2
‘_G o
m(\l. 3
<o w
L |

PF0/SWDIO
PF1/SWCLK
PF4/SXOUT
PF5/XIN
PF6/XOUT

nRESET

PE8MOSI1

PE7/MISO1

PEG/SCK1

PE3/SCL1/SCKO

PD6/RXD12/MISO 12/SDA2/T130UT/T13CAP/EC13
PD4/SCK12/T130UT/T13CAP/EC13

PD1/SDAO

PDO0/SCLO

NOTE:

1. When using the 32-QFN package, each of the PA[9, 7:4], PB[11:8], PC[10:9, 6:4, 2:0], PD[8:7, 5, 3:2], PE[5:4,
2:0], and PF[9:7, 3:2] pins should be configured as either a push-pull output or an input with a pull-up or pull-

down resistor by software control using the appropriate registers or configuration settings.
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3. Pinouts and Pin Descriptions A31S134 Datasheet

3.2 Pin Description

Table 6. Legend and Abbreviation Used in Pin Description

Name Abbreviation ‘ Definition
Pin Name The function of the pin.
| Input
O Output
I/0 Input/Output
U Pull-up
Pin Type D Pull-down
S Schmitt-Trigger input
C CMOS input
A Analog
P Power

NOTES:

1.  After a reset, all the pins are configured to function defined by their initial values. The initial value of the pin
depends on the reset value. This configuration follows the 64-pin standard.

Do not configure unused pins as floating inputs.

After a reset, the alternate functions of the PFO and PF1 pins are set as SWDIO and SWCLK, respectively, and
the internal pull-down on SWCLK and the internal pull-up on SWDIO are enabled.

4.  The SWCLK and SWDIO pins should not be switched to other functions while they are being used.
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A31S134 Datasheet

3. Pinouts and Pin Descriptions

Pin configuration information in Table 7 contains one pair of power/ground and other dedicated pins.

These multi-function pins have up to six selections of functions including GPIO.

Table 7. Pin Description

Pin Number i o
Pin Name Type Description Remark
64-Pin | 48-Pin | 44-Pin | 32-Pin
pCc2M I0UDS Port C bit 2 input/output
AN10 1A A/D converter analog input channel
CLKO (0] System clock output
T100UT (0] Timer 10 pulse output
T10CAP | Timer 10 capture input
PC1™ I0UDS Port C bit 1 input/output
T140UT (0] Timer 14 pulse output
T14CAP | Timer 14 capture input
EC14 | Timer 14 event count input
PCo™ I0UDS Port C bit 0 input/output
T210UT (0] Timer 21 pulse output
T21CAP | Timer 21 capture input
EC21 | Timer 21 event count input
PF9® I0UDS Port F bit 9 input/output
PFO™ I0UDS Port F bit 0 input/output
5 39 2 1 R
SWDIOME®) 1o SWD data inputioutput Pull-up when
reset
PF1™ I0UDS Port F bit 1 input/output
6 40 3 2 Pull-down
(1)(3)4) i
SWCLK | SWD clock input when reset
7 41 4 PF2™ I0UDS Port F bit 2 input/output
8 42 5 PF3™" I0UDS Port F bit 3 input/output
SXIN 1A Sub-oscillator input
PF4® I0UDS Port F bit 4 input/output
9 43 6 3
SXOUT OA Sub-oscillator output
PF5(" I0UDS Port F bit 5 input/output
10 44 7 4
XIN 1A Main oscillator input
PF6™" I0UDS Port F bit 6 input/output
11 45 8 5
XOouT OA Main oscillator output
12 46 9 6 nRESET U External reset input Always pull-up
13 PF7( I0UDS Port F bit 7 input/output
14 PF8™" I0UDS Port F bit 8 input/output
15 47 10 7 VSS P Ground
16 48 11 8 VDD P VDD
PDO™ I0UDS Port D bit 0 input/output
17 1 12 9
SCLO 10 12C clock input/output
PD1™M I0UDS Port D bit 1 input/output
18 2 13 10
SDAO 10 I2C data input/output
PD2" I0UDS Port D bit 2 input/output
19 3 T210UT (0] Timer 21 pulse output
T21CAP | Timer 21 capture input
EC21 | Timer 21 event count input
ABOV 37
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3. Pinouts and Pin Descriptions

A31S134 Datasheet

Table 7. Pin Description (continued)

Pin Number . At
Pin Name Type Description Remark
64-Pin | 48-Pin
PD3™" I0UDS Port D bit 3 input/output
T200UT (0] Timer 20 pulse output
20 4 T20CAP | Timer 20 capture input
EC20 | Timer 20 event count input
PD4™" I0UDS Port D bit 4 input/output
SCK12 10 SPI clock input/output
21 5 T130UT (0] Timer 13 pulse output
T13CAP | Timer 13 capture input
EC13 | Timer 13 event count input
PD5(" I0UDS Port D bit 5 input/output
2 6 SCL2 10 12C clock input/output
TXD12 (0] UART data output
MOSI12 10 SPI master out slave in
PD6(" I0UDS Port D bit 6 input/output
SDA2 10 12C data input/output
RXD12 | UART data input
23 7 16 12 MISO12 10 SPI master in slave out
T130UT (0] Timer 13 pulse output
T13CAP | Timer 13 capture input
EC13 | Timer 13 event count input
PD7™" I0UDS Port D bit 7 input/output
SCL2 10 12C clock input/output
SCK1 10 SPI clock input/output
PD8" I0UDS Port D bit 8 input/output
SDA2 10 12C data input/output
MISO1 10 SPI master in slave out
PEO™ I0UDS Port E bit 0 input/output
MOSI1 10 SPI master out slave in
PE1™ I0UDS Port E bit 1 input/output
MOSIO 10 SPI master out slave in
SS1 | SPI slave select input
PE2(M I0UDS Port E bit 2 input/output
SDA1 10 12C data input/output
MISO0 10 SPI master in slave out
PE3™ I0UDS Port E bit 3 input/output
SCL1 10 12C clock input/output
SCKO 10 SPI clock input/output
PE4™ I0UDS Port E bit 4 input/output
SS0 | SPI slave select input
T200UT (0] Timer 20 pulse output
T20CAP | Timer 20 capture input
EC20 | Timer 20 event count input

38
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A31S134 Datasheet

3. Pinouts and Pin Descriptions

Table 7. Pin Description (continued)

Pin Number . At
Pin Name Type Description Remark
64-Pin | 48-Pin | 44-Pin | 32-Pin
PE5™" I0UDS Port E bit 5 input/output
T150UT (0] Timer 15 pulse output
3 T15CAP | Timer 15 capture input
EC15 | Timer 15 event count input
3 12 o1 14 PE6(" I0UDS Port E bit 6 input/output
SCK1 10 SPI clock input/output
33 13 92 15 PE7® I0UDS Port E bit 7 input/output
MISO1 10 SPI master in slave out
" 14 2 16 PE8™" I0UDS Port E bit 8 input/output
MOSI1 10 SPI master out slave in
35 PB11(" I0UDS Port B bit 11 input/output
TXD1 (0] UART data output
36 PB10™M I0UDS Port B bit 10 input/output
RXD1 | UART data input
37 PB9" I0UDS Port B bit 9 input/output
pPB8™ I0UDS Port B bit 8 input/output
SCKO 10 SPI clock input/output
38 T110UT (0] Timer 11 pulse output
T11CAP | Timer 11 capture input
EC11 | Timer 11 event count input
PB7™ I0UDS Port B bit 7 input/output
TXDO (0] UART data output
39 15 ” 17 MOSIO 10 SPI master out slave in
T120UT (0] Timer 12 pulse output
T12CAP | Timer 12 capture input
EC12 | Timer 12 event count input
PB6™ I0UDS Port B bit 6 input/output
RXDO | UART data input
MISO0 10 SPI master in slave out
40 16 25 18 SS12 | SPI slave select input
T110UT (0] Timer 11 pulse output
T11CAP | Timer 11 capture input
EC11 | Timer 11 event count input
PB5™ I0UDS Port B bit 5 input/output
SCK12 10 SPI clock input/output
41 17 26 19 T120UT (0] Timer 12 pulse output
T12CAP | Timer 12 capture input
EC12 | Timer 12 event count input
PB4™ I0UDS Port B bit 4 input/output
SCLO 10 12C clock input/output
RXD12 | UART data input
42 18 27 20 MISO12 10 SPI master in slave out
T130UT (0] Timer 13 pulse output
T13CAP | Timer 13 capture input
EC13 | Timer 13 event count input
ABOV 39

SEMICONDUCTOR



3. Pinouts and Pin Descriptions

A31S134 Datasheet

Table 7. Pin Description (continued)

Pin Number
Pin Name Type Description Remark
64-Pin | 48-Pin | 44-Pin | 32-Pin
PB3™" I0UDS Port B bit 3 input/output
SDAO 10 12C data input/output
TXD12 (0] UART data output
43 19 28 21 MOSI12 10 SPI master out slave in
T140UT (0] Timer 14 pulse output
T14CAP | Timer 14 capture input
EC14 | Timer 14 event count input
pPB2" I0UDS Port B bit 2 input/output
TXD10 (0] UART data output
MOSI10 10 SPI master out slave in
44 20 29 22
T150UT (0] Timer 15 pulse output
T15CAP | Timer 15 capture input
EC15 | Timer 15 event count input
PB1(" I0UDS Port B bit 1 input/output
SDA1 10 12C data input/output
RXD10 | UART data input
45 21 30 23 MISO10 10 SPI master in slave out
T200UT (0] Timer 20 pulse output
T20CAP | Timer 20 capture input
EC20 | Timer 20 event count input
PBO™" I0UDS Port B bit 0 input/output
SCLA1 10 12C clock input/output
SCK10 10 SPI clock input/output
46 22 31 24
T210UT (0] Timer 21 pulse output
T21CAP | Timer 21 capture input
EC21 | Timer 21 event count input
PA9™ I0UDS Port A bit 9 input/output
AN9 1A A/D converter analog input channel
47 23 32
SS10 | SPI slave select input
TXD1 (0] UART data output
PAS™ I0UDS Port A bit 8 input/output
AN8 1A A/D converter analog input channel
48 24 33 25
SCK11 10 SPI clock input/output
RXD1 | UART data input
PA7M I0UDS Port A bit 7 input/output
AN7 1A A/D converter analog input channel
49 25 34
RXD11 | UART data input
MISO11 10 SPI master in slave out
40 \BO\
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A31S134 Datasheet 3. Pinouts and Pin Descriptions

Table 7. Pin Description (continued)

Pin Number
Pin Name Type Description Remark
64-Pin | 48-Pin | 44-Pin | 32-Pin
PAG™" I0UDS Port A bit 6 input/output
ANG6 1A A/D converter analog input channel
50 26 35
TXD11 (0] UART data output
MOSI11 10 SPI master out slave in
PA5(" I0UDS Port A bit 5 input/output
51 27 36
ANS 1A A/D converter analog input channel
PA4™ I0UDS Port A bit 4 input/output
52 28 37
AN4 1A A/D converter analog input channel
PA3M I0UDS Port A bit 3 input/output
53 29 38 26
AN3 1A A/D converter analog input channel
PA2(™ I0UDS Port A bit 2 input/output
54 30 39 27
AN2 1A A/D converter analog input channel
PA1M I0UDS Port A bit 1 input/output
55 31 40 28
AN1 1A A/D converter analog input channel
PAO™ I0UDS Port A bit 0 input/output
56 32 41 29 ANO 1A A/D converter analog input channel
AVREF 1A A/D converter reference input
PC10™ I0UDS Port C bit 10 input/output
SS11 | SPI slave select input
PC9™ I0UDS Port C bit 9 input/output
SCLO 10 12C clock input/output
SCK11 10 SPI clock input/output
pcam I0UDS Port C bit 8 input/output
AN13 1A A/D converter analog input channel
59 34 42 30 SDAO 10 12C data input/output
RXD11 | UART data input
MISO11 10 SPI master in slave out
pPC7® I0UDS Port C bit 7 input/output
AN12 1A A/D converter analog input channel
60 35 43 31
TXD11 (0] UART data output
MOSI11 10 SPI master out slave in
PCe6™ I0UDS Port C bit 6 input/output
61 T100UT (0] Timer 10 pulse output
T10CAP | Timer 10 capture input
62 PC5" I0UDS Port C bit 5 input/output
EC10 | Timer 10 event count input
63 PC4™ I0UDS Port C bit 4 input/output
PC3™M I0UDS Port C bit 3 input/output
AN11 1A A/D converter analog input channel
64 36 44 32
T100UT (0] Timer 10 pulse output
T10CAP | Timer 10 capture input

ABOV 41
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3. Pinouts and Pin Descriptions

3.3 Alternate Function Pins

The GPIO pins have alternate functions as described in Table 8.

Table 8. GPIO Alternate Functions

A31S134 Datasheet

BInINATS Alternate Function
AF0 AF1 AF2 AF3 AF4 AF5
PAO ANO AVREF - - - -
PA1 AN1 - - - - -
PA2 AN2 - - - - -
PA3 AN3 - - - - -
PA4 AN4 - - - - -
PAS5 AN5 - - - - -
PAG6 ANG6 - - MOSI11 TXD11 -
PA7 AN7 - - MISO11 RXD11 -
PA8 AN8 - - SCK11 RXD1 -
PA9 AN9 - - - TXD1 SS10
PBO T210UT T21CAP EC21 SCK10 - SCL1
PB1 T200UT T20CAP EC20 MISO10 RXD10 SDA1
PB2 T150UT T15CAP EC15 MOSI10 TXD10 -
PB3 T140UT T14CAP EC14 MOSI12 TXD12 SDAO
PB4 T130UT T13CAP EC13 MISO12 RXD12 SCLO
PB5 T120UT T12CAP EC12 SCK12 - —
PB6 T110UT T11CAP EC11 MISOO0 RXDO SS12
PB7 T120UT T12CAP EC12 MOSIO TXDO -
PB8 T110UT T11CAP EC11 SCKO - -
PB9 - - - - - -
PB10 - - - - RXD1 -
PB11 - - - - TXD1 -
PCO T210UT T21CAP EC21 - - —
PC1 T140UT T14CAP EC14 - - -
PC2 AN10 CLKO - T100UT T10CAP —
PC3 AN11 - - T100UT T10CAP -
PC4 - - - - - -
PC5 - - EC10 - - -
PC6 T100UT T10CAP - - - -
PC7 AN12 - - MOSI11 TXD11 -
PC8 AN13 - - MISO11 RXD11 SDAO
PC9 - - - SCK11 - SCLO
PC10 - - - SS11 - -
42 \BO\
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A31S134 Datasheet

3. Pinouts and Pin Descriptions

Table 8. GPIO alternate functions (continued)

Alternate Function

Pin Name

AFO0

AF1

AF2

AF3

AF4

AF5

PDO

SCLO

PD1

SDAO

PD2

T210UT

T21CAP

EC21

PD3

T200UT

T20CAP

EC20

PD4

T130UT

T13CAP

EC13

SCK12

PD5

MOSI12

TXD12

PD6

T130UT

T13CAP

EC13

MISO12

RXD12

PD7

SCK1

PD8

MISO1

PEO

MOSI1

PE1

MOSI0

PE2

MISO0

SDA1

PE3

SCKO

SCL1

PE4

T200UT

T20CAP

EC20

PE5

T150UT

T15CAP

EC15

PE6

SCK1

PE7

MISO1

PES8

MOSI1

PFO@®)

SWDIO

PF1@3)

SWCLK

PF2

PF3

SXIN

PF4

SXOUT

PF5

XIN

PF6

XOouT

PF7

PF8

PF9

NOTES:

Unused pins should not be configured as floating inputs.
2. After areset, the alternate functions of the PF0 and PF1 pins are set as SWDIO and SWCLK, respectively, and

the internal pull-down on SWCLK and the internal pull-up on SWDIO are enabled.

3. The SWCLK and SWDIO pins should not be switched to other functions while they are connected to the
debugger host.
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4. Electrical Characteristics A31S134 Datasheet

4. Electrical Characteristics

4.1 Parameter Conditions

Unless otherwise specified, all voltages are referenced to Vss.

411 Minimum and Maximum Values

Unless otherwise specified, our production tests guarantee the minimum and maximum values of the
device under the worst-case conditions of ambient temperature, supply voltage, and frequency.

Data based on characterization results, design simulations, and/or technical characteristics are not
tested in production but are indicated in the table footnotes.

41.2 Typical Values

Unless otherwise specified, typical data is based on the conditions of Ta = 25°C and VDD = 5.0 V. The
typical data are provided only as design recommendations and are not tested.

41.3 Typical Curves

Unless otherwise specified, all typical curves are provided only as design recommendations and are
not tested.

4.1.4 Pin Input Voltage

The input voltage measurement on a pin of the device is described in Figure 9.

Figure 9. Pin Input Voltage

MCU pin
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A31S134 Datasheet 4. Electrical Characteristics

4.1.5 Current Consumption Measurement

Figure 10. Current Consumption Measurement

VDD —
L
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4. Electrical Characteristics A31S134 Datasheet

41.6 Power Supply Diagram

Figure 11. Power Supply Diagram

This 0.1 pF capacitor shoud be e
4 locatedwithin 1 cm of the VDD pin of {VDD VCC:

the MCU on the PCB layout. >
vDD [1—9F% I —
”','01“,: 0.14F = DC Power
VSS l? I :
-1
VCC
The MCU power line (VDD and VSS)
{shotjd be separated from the high-
u: current part ata DC power node on
-~ High-Current Part the POB layout
A Infared LED,
> { FND (7-Segment), }
W etc.
- 110 1
A
S This 0.01 WF capacitor canbe
- altematively used to provide naise
immunity.
X-tal . . .
The main and sub-crystal should be located within 1 cm of the pins ofthe MCU on the
XIN 0 < Ran snd oo P
XOouT .
Theload capacitors ofthe sub-clock
SXIN [ 1—e—ha -C1,C2:CLx2+15%
(== 3c_2 - CL = (C1x C2)/(C1 +C2) — Cstray
:_;_i ; - Cu: the specific capacitor value of crystal
sxouT }_‘1: - Cstray: the parasitic capacitor of a PCB (1 pF — 1.5pF)
32768 kHz
VDD
T J Thisreset circuitshould be located
10k0* ") as closeas possible o the MCU.
nRESET ‘
T 1 “F
NOTE:

1. Each power supply pair (VDD, VSS, etc.) must be decoupled with filtering ceramic capacitors as shown above.
These capacitors must be placed as close as possible to, or below, the appropriate pins on the underside of
the PCB to ensure the good functionality of the device.
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A31S134 Datasheet 4. Electrical Characteristics

4.2 Absolute Maximum Ratings

Exceeding stresses specified in Table 9 for voltage characteristics, Table 9 for current characteristics,
or Table 10 for thermal characteristics may result in permanent damage to the device. The values listed
in the tables are stress ratings only and do not imply that the device will function correctly under these
conditions. Prolonged exposure to these maximum rating conditions may impact the device’s reliability.
Itis important to operate the device within its specified maximum ratings to ensure reliable performance.

Table 9. Voltage Characteristics

Symbol Description Min. Max. Unit
Vob - Vss") | External main supply voltage (including Vob) -0.3 6.5 \%
Vi Input voltage on 1/0 -0.3 Max. (Vop) + 0.3 Y
Vo Output voltage on 1/0 -0.3 Max. (Vop) + 0.3 Y
NOTES:

1. All main power (Vpp) and ground (Vss) pins must always be connected to the external power supply, in the
permitted range.

2.V, maximum must always be respected.

Table 10. Current Characteristics

Symbol Description Max. Unit
>lvbp Total current into sum of all Vop power lines (source)() 170 mA
Zlvss Total current out of sum of all Vss ground lines (sink)®@ 190 mA

loH Maximum out current sourced by any 1/0 and control pin -18 mA

ZloHeiny | Total output current sourced by sum of all I/Os and control pins® -120 mA

loL1(PIN) Maximum output current sunk by any I/O and control pin 15 mA

loL2(PIN) Maximum output current sunk by PD[7:0] 120 mA

ZloLipiny | Total output current sunk by sum of all I/Os and control pins® 80 mA

ZloL2pivy | Total output current sunk by sum of all PD[7:0]? 130 mA

P Total power dissipation 650 mwW
NOTES:

1. All main power (Vpp) and ground (Vss) pins must always be connected to the external power supplies, in the
permitted range.

2. This current consumption must be correctly distributed over all I/Os and control pins. The total output current
must not be sunk/sourced between two consecutive power supply pins referring to high pin count LQFP

packages.
Table 11. Thermal Characteristics
Symbol Description Value Unit
Tor Operating temperature (commercial grade) -40to 85 °C
Operating temperature (industrial grade) -40 to 105 °C
Tste Storage temperature range -65 to 150 °C
Ty Maximum junction temperature 150 °C
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4.3 Operating Conditions

4.31 Recommended Operating Conditions

Table 12. Recommended Operating Conditions

Symbol Parameter Conditions Min. Typ. | Max. | Unit
Vbp Supply voltage - 1.8(1 - 5.5 \Y,
HIRC @ 1.8<VDD<55 2.0 - 32 MHz
External clock @ 3.0=<VDD <5.5 2.0 - 32 MHz
FREQ Operating frequency ga;%o:c\lllgtljors(g.egamlc) 2.0 B 42 MHz
bl oxcetr (npsa) 20 | - | 16 |we
Sub-oscillator @ 1.8 <VDD <5.5 32 - 38 kHz
ViN 1/O input voltage - -0.3 - Vbp \%
T Ambient temperature Commercial @ 1.8 <VDD <5.5 -40 - 85 °C
Industrial @ 1.8 <VDD <5.5 -40 - 105 °C
Ty Junction temperature | - -40 - 125 °C
NOTE:

1. When RESET is released, functionality is guaranteed down to Vg Min.

4.3.2 Power-On Reset Characteristics

Table 13. Power-On Reset Characteristics

Symbol Parameter Conditions Min. Typ. Max. Unit
Iop Operating current - - 0.1 - MA
Vset POR setting level - - 1.2 - \Y
tr Vbp voltage rising time 0.2Vto20V 20 - 20,000 ps/V

tr Vob voltage falling time 02Vto20V 20 - 20,000 ps/V
Vreset POR reset level - - 1.0 - \Y
AV Hysteresis voltage - - 0.2 - \%
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4.3.3 Reset and Power Control Block Characteristics (LVR and LVI)

4. Electrical Characteristics

The parameters listed in Table 14 and Table 15 are obtained through tests conducted under ambient

temperature conditions, which are specified in Table 12.

Table 14. Low-Voltage Reset Characteristics

Symbol Parameter Conditions Min. Typ. Max. Unit
Vur R | LVR Rising edge threshold LVRVSI[3:0] 1111 - 1.62 1.77
1011 1.85 2.00 2.15
1010 1.98 2.13 2.28
1001 2.13 2.28 243
1000 2.31 2.46 2.61
0111 2.47 2.67 2.87
Vivr £ | LVR falling edge threshold LVRVSI[3:0] oo 284 | 904 | o Y
0101 3.00 3.20 3.40
0100 3.35 3.55 3.75
0011 3.45 3.75 4.05
0010 3.69 3.99 4.29
0001 3.95 4.25 4.55
0000 4.25 4.55 4.85
AV Hysteresis - - 100 200 mV
tLvrw Minimum pulse width - 100 - - us
- Noise cancelling time - - 2 - us
lur | LVR current Enable Vo=V | 100 1 200 |,
Disable - - 0.1
NOTE:

1.

The LVR threshold is selected by LVRVS[3:0] bits of CONF_LVRCNFIG register in the Configure Option Area.
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Table 15. Low-Voltage Indicator Characteristics

Symbol Parameter Conditions Min. Typ. Max. Unit
1.85 2.00 2.15
1.98 213 2.28
213 2.28 243
2.31 2.46 2.61
2.47 2.67 2.87
Vv f{"@ | Detection level Falling edge voltage 254 504 524 \Y
3.00 3.20 3.40
3.35 3.55 3.75
3.45 3.75 4.05
3.69 3.99 4.29
3.95 4.25 4.55

4.25 4.55 4.85

AV Hysteresis - - - 200 mV
tLvRw Minimum pulse width - 100 - - us
- Noise cancelling time - - 2 - us
Enable, All modes - 10.0 20.0
lLvi LVI current Vop =5V uA
Disable - - 0.1
NOTES:

1. The LVl level can be selected by the SCU_LVICR.LVIVS[3:0] bits.
2. Refer to the low-voltage indicator control register in the user’s manual.
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4.3.4 Current Consumption Characteristics

The amount of current consumed by the device is determined by various factors and parameters,
including but not limited to the operating voltage, ambient temperature, load on I/O pins, software
configuration, operating frequency, switching rate of 1/O pins, location of the program in memory, and
the binary code being executed.

The current consumption is measured under the conditions specified in Table 16.

4.3.4.1 Supply Voltage and Current Consumption

Table 16. Supply Voltage and Current Characteristics

Symbol Parameter Condition Typ. | Max. Unit
faire = 32 MHz Vop =5V £ 10% 55 11.0
10D+ frirc = 16 MHz Vop =5V £ 10% 3.5 7.0 A
. m
(Main RUN) Voo =5V £ 10% 50 | 10.0
fxin = 16 MHz
Vob = 3V £ 10% 3.5 7.0
fuire = 32 MHz Vop =5V 1+ 10% 3.4 6.8
lop2 Supply current frirc = 16 MHz Vop =5V £ 10% 22 4.4 A
. m
(Main SLEEP) Voo =5V £ 10% 3.2 6.4
fxin = 16 MHz
Vop = 3V 1+ 10% 2.0 4.0
Iops (Sub-RUN) fsus = 32.768 kHz or fwpTrc = 40 kHz 90 180 HA
Iopa (Sub-SLEEP) Vop = 3V £ 10%, Ta = 25°C 7.5 15.0 MA
Iops (DEEP-SLEEP) Vop =5V £ 10%, Ta = 25°C 0.5 3.0 WA

NOTES:

1. Where the fxn is an external main oscillator, the fsug is an external sub-oscillator, and the fyrc is a high frequency
internal RC oscillator.

2. All supply current items do not include the current of the WDTRC oscillator and peripheral blocks. However,
they include the current of the Power-on Reset (POR) block.

4.3.4.2 1/0 System Current Consumption

In the 1/0 system, current consumption can be separated into two components: Static and Dynamic.
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4.3.4.3 1/O Static Current Consumption

When /O pins configured as inputs with pull-up are externally held low, they generate a current
consumption. This current consumption can be simply calculated using the values of the pull-up/pull-
down resistors specified in the 1/O port characteristics.

To estimate the current consumption for output pins, any external pull-down or load must also be taken
into consideration.

The current consumption of 1/0 pins configured as inputs may increase when an intermediate voltage
level is applied externally. Therefore, it is recommended to avoid applying an intermediate voltage level
if there is no specific need for this configuration.

4.3.4.4 1/0 Dynamic Current Consumption

Besides the internal peripheral current consumption, the application’s I/Os also contribute to the overall
current consumption. When an 1/O pin switches, it draws current from the microcontroller’s supply
voltage to power the 1/O pin circuitry and to charge/discharge any capacitive loads (either internal or
external) connected to the pin.

52 \BO\

SEMICONDUCTOR



A31S134 Datasheet 4. Electrical Characteristics

4.3.5 External Clock Source Characteristics

4.3.5.1 External Main Oscillator

The external main oscillator (XMOSC) clock can be generated using a crystal/ceramic resonator
oscillator with a frequency range of 2 to 16 MHz. The information provided in this paragraph is based
on characterization results obtained using typical external components listed in Table 17.

To minimize output distortion and startup stabilization time, it is recommended to place the resonator
and load capacitors as close as possible to the oscillator pins in the application.

For further information on the resonator characteristics such as frequency, package, and accuracy, it is
advisable to refer to the crystal resonator manufacturer.

Table 17. External Main Oscillator Characteristics (

Symbol Parameter Conditions® Min. Typ. | Max. | Unit
XMOSC crystal frequency Vop=2.7V1t0 55V 20 - 16.0

fxmosc XMOSC ceramic oscillator Vop=18V1to55V 2.0 - 4.2 MHz
frequency Vop=2.7V1t0 55V 2.0 - 16.0

XIN input frequency Vop=3.0Vto 55V 2.0 - 32.0 MHz

fose.n External clock duty ratio - - 50 - %
XIN = Vop,
Rr Feedback resistor XOUT = Vss, 0.6 1.2 2.0 MQ

Ta=25°C,Vop=5V
Vop=2.7Vto 5.5V,

XMOSC tal startup ti - - 60
crystal startup time bosc = 2 MHz
tsuxxmosc)® ms
XMOSC ceramic oscillator Vop=1.8V1t0 5.5V, B B 10
startup time fxmosc = 2 MHz
Duration of high or low state of _
txH, txc XIN input fosc_in = 2.0 to 32 MHz 15.6 - 250 ns
NOTES:

Guaranteed by design.
Resonator characteristics given by the crystal/ceramic resonator manufacturer.

3. tsuxmosc) is the startup time measured from the moment it is enabled (by software) to a stabilized 2 MHz
oscillation is reached. This value is measured for a standard crystal resonator, and it can vary significantly
with the crystal manufacturer.

Figure 12. Crystal/Ceramic Oscillator

XIN XOUT
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Figure 13. External Clock

A31S134 Datasheet

XIN XOouT

T T

External Open
Clock
Source

Figure 14. Clock Timing Measurement at XIN

1/XIN

XL

< ;l L

tXH

P

XIN

0.2 VDD

+ 0.8 VDD

It is recommended to use high-quality external ceramic capacitors designed for high-frequency

applications and selected to match the requirements of the crystal or resonator.

The CL1 and CL2 capacitors are typically of the same value, and the crystal manufacturer usually

specifies the load capacitance as the series combination of the two capacitors. The capacitance values

of the CL1 and CL2 capacitors should be set by considering the parasitic capacitance of the printed

circuit board (PCB) and microcontroller pins, which is approximately twice the specified load

capacitance of the crystal.

Figure 15 shows a circuit diagram of a typical application with an 8 MHz crystal.

Figure 15. Typical Application With an 8 MHz Crystal

E fxmosc

Resonator with integrated
capacitors
OSC_IN
8 MHz Bias
resonator RF Controlled
Gain
OSC_OuUT
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4.3.5.2 External Sub-Oscillator

The external sub-oscillator (XSOSC) clock can be generated using a crystal/ceramic resonator
oscillator with a frequency of 32.768 kHz. The information provided in this paragraph is based on
characterization results obtained using typical external components listed in Table 18.

To minimize output distortion and startup stabilization time, it is recommended to place the resonator

and load capacitors as close as possible to the oscillator pins in the application.

For further information on the resonator characteristics such as frequency, package, and accuracy, it is
advisable to refer to the crystal resonator manufacturer.

Table 18. External Sub-oscillator Characteristics ("

Symbol Parameter Conditions Min. Typ. Max. | Unit
fxsosc XSOSC oscillator frequency 1.8Vto55V 32 32.768 38 kHz
fosc_sxiN SXIN input frequency 1.8Vto55V 32 - 38 kHz
SXIN = Vpp,

Rr Feedback resistor SXOUT = Vss, 2.5 5.0 10.0 MQ
Ta=25°C,Vop=5V
- - - 10
tsuixsosc)@ | XSOSC crystal startup time s
Vob =3V, Ta=25°C 0.7 1.5
Duration of high or low state of
txH/XL SXIN input - 13 - 15 us

NOTES:
Guaranteed by design.

2. tsuxsosc) is the startup time measured from the moment it is enabled (by software) to a stabilized 32.768 kHz
oscillation is reached. This value is measured for a standard crystal resonator, and it can vary significantly with
the crystal manufacturer.

Figure 16. Crystal Oscillator

‘ SXIN SXOUT

]

CL1 CL2

“F e
iH }l[

Figure 17. External Clock

‘ SXIN SXOUT

T 1

External  Open
Clock
Source
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Figure 18. Clock Timing Measurement at SXIN

A31S134 Datasheet

P 1/fsuB |
P tXL J L txXH R
SXIN % 0.8 VDD
X 0.2 VDD
Figure 19. Typical Application With a 32.768 kHz Crystal
Resonator with integrated
capacitors
SXIN
fxsosc
132.768 kHz Drive
! Programmable
! Amplifier
SXOUT

NOTE:

1. An external resistor is not required between SXIN and SXOUT and it is forbidden to add one.
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4.3.6

Internal Clock Source Characteristics

4. Electrical Characteristics

The parameters listed in Table 19 and Table 20 are obtained through tests conducted under ambient

temperature and supply voltage conditions, which are specified in Table 12.

4.3.6.1 High-Speed Internal RC Oscillator

Table 19. High-Speed Internal RC Oscillator Characteristics

Symbol Parameter Conditions? Min. | Typ. | Max. | Unit
Vbp Operating voltage - 1.8 - 55 \%
fHire HIRC frequency - - 32 - MHz

Ta=0°C to 50°C - - +1.5
Ta=-10°C to 50°C
ACGrct | Acouracy Dolsey uigng EPCUror | = | = 510,
Ta =-40°C to 85°C (commercial) - - +2.0
Ta =-40°C to 105°C (industrial) - - +3.0
DuCy Duty cycle - 40 50 60 %
i HIRC osc[llator power HIRC oscillator is enabled. - 500 - uA
consumption HIRC oscillator is disabled. - - 0.1
NOTES:

1. Guaranteed by design, but it may require on-board programming after the SMT process. Calibration of the HIRC
at high temperatures can result in frequency shifts, so it is important to ensure sufficient calibration time for
cooling to near room temperature after the SMT process.

2. User Trimming refers to the calibration process of adjusting the frequency of the HIRC oscillator using E-PGM+.
It is a method used to fine-tune the accuracy of the oscillator. To achieve a tolerance of +1.0% for the HIRC
frequency, it is necessary to perform User Trimming.

4.3.6.2 Internal Watchdog Timer RC Oscillator

Table 20. Internal Watchdog Timer RC Oscillator Characteristics

Symbol Parameter Conditions Min. Typ. Max. Unit
fwoTre WDTRC frequency - 34 40 46 kHz
tstaswoTre) | WDTRC stabilization time - - - 1 ms
WDTRC is enabled. - 3 6
IwbTre WDTRC power consumption MA
WDTRC is disabled. - - 0.1
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4.3.7 Flash Memory Characteristics

Table 21. Flash Memory Characteristics

Symbol Parameter Conditions Min. Typ. | Max. Unit
trsw Page write time - - 3.0 3.5 ms
trse Page erase time - - 3.0 3.5 ms
trce Chip erase time - - 3.0 3.5 ms
Vrem Programming voltage During erase/write 2.0 - 5.5 \%
fheLk System clock frequency | — 2.0 - - MHz

Page 0 to 511
Endurance of code Configuration Ta=o50c | 10000 - -
NFewe | flash memory option page 1 Page unit cycles
. . u |
(write/erase operation) Configuration 100,000 j j
option page 2/3 ’
Endurance of data flash Ta = 25°C
NFprwe | memory (write/erase Page 0 to 127 . 100,000 - - cycles
operation) Page unit
tFrT Retention time - 10 - - years
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4.3.8

I/0 Port Characteristics

4. Electrical Characteristics

The parameters listed in Table 22 are obtained through tests conducted under ambient temperature

and supply voltage conditions, which are specified in Table 12.

Table 22. DC Electrical Characteristics

Symbol Parameter Conditions Min. Typ. Max. Unit
ViH Input high voltage All input ports, NRESET 0.8 x Vbp - Vop \%
Vi Input low voltage All input ports, nRESET - - 0.2 x Vpp Y

Vobo =4.5V, lon1 = -2 mA,
Vot All output ports except Vonz Voo—1.0 | - -
Output high voltage \Y
vV Vob =4.5V, Ta=25°C, Voo — 2.0 _ _
OH2 lotz = =15 mA, PE[8:0], PC5 bb— 2
v Vop =4.5V, loL1 = 10 mA, B B 10
ot All output ports except Vorz '
Output low voltage \%
v Vop =4.5V, lorz2 = 120 mA, B 15 30
oL PD[7:0] ' :
Input high leakage . _ _
T8 current All input ports 1 MA
I Input low leakage All input ports -1 - - MA
current
Vi=0V, Ta=25°C Voo =5V 25 50 100
All'input ports Vop =3V 50 100 200
Reu Pull-up resistor kQ
Vi=0V, Ta=25°C Vob =5V 150 250 400
nRESET Vop =3V 300 500 700
Vi = Vpp, Ta = 25°C Voo =5V 13 25 50
Rprp Pull-down resistor ! . eo: 1A kQ
All input ports Vop=3V 25 50 100
F=1MHz
Cio /O pin capacitance | Unmeasured pins are connected - - 10 pF
to Vss.

4.3.8.1 Output Driving Current

The GPIOs are capable of sinking or sourcing currents within the range specified by lo. and lon.

To ensure compliance with the absolute maximum ratings specified in chapter 4.2, it is necessary to

limit the number of 1/O pins driving current in the user application.

The total current sourced by all /0 pins on Vop and the maximum operating current of the
microcontroller on Vpp (during Run mode) must not exceed the absolute maximum rating Zlvop

specified in Table 10.

The total current sunk by all 1/O pins on GND and the maximum operating current of the
microcontroller on GND (during Run mode) must not exceed the absolute maximum rating
2lvss specified in Table 10.
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4.3.8.2 Output Voltage Characteristics

Unless otherwise specified, the parameters in Table 23 are obtained through tests conducted under
ambient temperature and supply voltage conditions, which are specified in Table 12.

Table 23. Output Voltage Characteristics

Symbol Parameter Conditions Min. Typ. | Max. Unit
VoH1 Output high level voltage Voo =4.5V, lon1 =-2 mA Voo —1.0 - - \%
Voh2 for an 1/0 pin Vob =4.5V, lon2 =—-15 mA Voo - 2.0 - - \%
Vo1 Output low level voltage Voo =45V, lot1 =10 mA - - 1.0 \
Vo | foranl/Opin Vob =4.5V, loiz = 120 mA - 15 | 3.0 Vv

4.3.8.3 AC Characteristics

Unless otherwise specified, the parameters in Table 24 are obtained through tests conducted under
ambient temperature and supply voltage conditions, which are specified in Table 12.

Table 24. AC Characteristics

Symbol Parameter Conditions Min. | Typ. | Max. | Unit
trsT RESETB input low width Vob =5V 10 - - us
tiwh, tiwe Interrupt input high, low width | Vop =5V, all interrupts 100 - - ns

External counter input high, Vob=5YV,

tecwn, teewe | o pulse width all external counter inputs 100 - - ns
trec. tre External counter transition Vob=5YV, _ _ 20 ns
C, TFEC time all external counter inputs
fio I/O frequency Vop =2.7V, CL =30 pF - - 8 MHz
Figure 20. AC Timing
tIwL | L tIWH N
External 0.8vDD
Interrupt
K £ 0.2VvDD
J tRST R
RESETB
K £ 0.2VvDD
tECWL | L tECWH
l«— tFEC —>| tREC
ECn
N 7
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4.3.9 ADC Characteristics

Unless otherwise specified, the parameters in Table 25 are obtained through tests conducted under

ambient temperature and supply voltage conditions, which are specified in Table 12.

Table 25. ADC Electrical Characteristics

Symbol Parameter Conditions Min. | Typ. | Max. Unit
Vop Operating voltage - 2.2 - 55 \Y,
- Resolution - - 12 - bit
VaN Analog input voltage - Vss - AVRer \%
Aveer | Analogreference | _ 22| = | Voo | v
ADC is enabled. - 1 2 mA
labc ADC current Vop=5.0V
ADC is disabled. - - 0.1 MA
I é&%mp“t leakage AVrer = 5.0 V - - 2 uA
tconv Conversion time 27V <AVRer£55V 20 - - Js
PCLK Operating frequency - 2 - 32 MHz
INL Integral non-linearity 27V <AVrRer =55V - - 5
DNL Differential non-linearity | 2.7V <AVrer £ 5.5V - - 11
ZOE(® | Zero-offset error 27V<AVRee <55V - - +4 LSB
27V <sAVRer 55V - - 18
FSE® | Full-scale error Vop = 3V, when VDD is used as the B B +30
ADC reference voltage

NOTES:

1. The zero offset error is the discrepancy between the value of 0x000 and the converted output value when a
zero-input voltage (Vss) is applied.

2. The full-scale error is the discrepancy between the value of OxFFF and the converted output value when the
full-scale voltage (Vop) is applied.

3. When AVger is below 2.7 V, the resolution degrades by 1 bit for every 0.1 V drop in AVgee. The resolution has
not been tested below 2.7 V. It is recommended to use a 0.5 MHz ADC clock when operating the ADC below
2.7 V.

4.3.9.1 General PCB Design Guidelines

The power supply must be separated in accordance with the scheme shown in Figure 11. The de-
coupling capacitors across the Voo/AVop are ceramic (good quality) capacitors and must be placed as
close as possible to the chip.
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4.3.10 Communication Interface Characteristics

4.3.10.1 12C Interface Characteristics

The 12C interface conforms to the timing requirements specified in the 12C-bus specification, in addition
to the user timing requirements listed below:

e Standard mode (Sm): up to 100 kbps bit rate
e Fast mode (Fm): up to 400 kbps bit rate

e Fast mode plus (Fm+): up to 1 Mbps bit rate

The 12C timing requirements are guaranteed by design when the 12C peripheral is configured correctly,
and the 12C clock frequency is equal to or greater than the minimum value listed in the table below.

Table 26. 12C Characteristics

Standard mode Fast mode Fast mode plus
Symbol Parameter Unit
Min. Max. Min. Max. Min. Max.
- I12C Operating voltage Vop21.8V Voo 220V Vpop22.7V \Y
fscL Clock frequency 0 100 0 400 0 1,000 kHz
tscLH Clock high pulse width 4.0 - 0.6 - 0.26 -
tscLL Clock low pulse width 4.7 - 1.3 - 0.5 -
ter Bus free time 4.7 - 1.3 - 0.5 -
tsTsu Start condition setup time 4.7 - 0.6 - 0.26 -
tsTHD Start condition hold time 4.0 - 0.6 - 0.26 - us
tspsu Stop condition setup time 4.0 - 0.6 - 0.26 -
tsPHD Stop condition hold time 4.0 - 0.6 - 0.26 -
tvo Output valid from clock 0 - 0 - 0 -
toH Data input hold time 0 - 0 1.0 0 0.45
tois Data input setup time 250 - 100 - 50 - ns
Figure 21. 12C Timing
, fscL
Y Ll
tscLH  tscCLL
—» <4—1STSU E—Die—> —P <€— tDIH —» <€—tspsu
SCL \ 5 b i«—tsPHD
SDA : / X ] \
&- : Z tBF i\
—»i €—tSTHD g <— tDIS <«—>
; —>» i€— tvD
SDA i X X
Out x !
—> €«—tvD '
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4.3.10.2 SPI Interface Characteristics

Unless otherwise specified, the parameters in Table 27 are obtained through tests conducted under
ambient temperature, frcLk frequency and supply voltage conditions, which are specified in Table 12.

For more information about I/O alternate function characteristics (SS, SCK, MOSI, and MISO for SPI),
refer to 4.3.8.

Table 27. SPI Characteristics

Symbol Parameter Conditions Min. Typ. Max. | Unit
Internal SCK source
VDD =227V - - 8
External SCK source
fsck SPI clock frequency MHz
Internal SCK source
VDD =18V - - 4
External SCK source
tsckn, | Input/output clock high, 0.8 x 1.2 x
fseKL low pulse width Internal/External SCK source Typ. tsck/2 Typ. ns
¢ First output clock delay | Internal/External SCK source, 0.4 x _ _ ns
FOD | time CPHA=0 tsck
tos Qutput clock delay _ B o5 ns
time
tois Input setup time h 17 - - ns
toiH Input hold time 20 - - ns
Duty cycle of SPI o
Duty frequency (SCK) Slave mode 40 50 60 %o
Figure 22. SPI Timing
SS
(Output/ Input)
[
5 tscK ~
—» tFOD _4—_ S - e
SCK
(CPOL = 0)
(Output/ Input)
tSCKL | | tSCKH_
SCK A\ I I \ 3
(CPOL = 1)
(Output/ Input)
3 AN i
tDis tDH
MISO / MOSI <>—\
(Data Input) <z/ Lse
—» <« {DS
ER < C
MISO / MOSI
(Data Output) MSB LSB
’ [
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4.3.10.3 UART Interface Characteristics

Unless otherwise specified, the parameters in Table 28 are obtained through tests conducted under
ambient temperature, frcLk frequency and supply voltage conditions, which are specified in Table 12.

Table 28. UART Characteristics
Symbol Parameter Min. Typ. Max. Unit

Fmax Maximum character transmission frequency - - 0.32 Mbps
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Package Information

5.

64-LQFP Package Information

5.1

64-LQFP is a 64-pin, 10 x 10 mm Quad Flat Package.

Figure 23. 64-LQFP Package Dimension
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/Jsﬁ_._ PLATING

SECTION A-A

NOTES:

1. ALL DIMENSION REFER TO JEDEC STANDARD MS-026-BCD.

2. DIMENSIONS 'D1" AND 'E1' DO NOT INCLUDE MOLD PROTRUSION.
ALLOWABLE PROTRUSION IS 0.25MM PER SIDE. 'D1' AND 'E1" ARE

REV.

DESCRIPTION

DATE

ENG

APPROVAL

GEMERATE.

0411817

JH. KIM

¥J. CHAE

COMMON DIMENSICNS
(UNITS OF MEASURE=MILLIMETER)

SYMBOL [ MIN NOM | MAX
A - - 150
Al 0.05 - 0.15
A2 135 140 145
b 017 022 | oz
bl 017 020 023
¢ 0.09 - 0.20
el 0.08 - 0.16
D 1180 | 1200 | 1220
D1 9.60 1000 | 1020
E 1180 | 1200 | 1220
El 9,80 1000 | 1020
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L 045 | 0e0 | o
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5 i3 [ 35 | T

MAXIMUM PLASTIC BODY SIZE DIMENSIONS INCLUDING MOLD MISMATCH.

3. DIMENSION 'b' DOES NOT INCLUDE DAMBAR PROTRUSION.

ALLOWABLE DAMBAR PROTRUSION SHALL NOT CAUSE THE LEAD WIDTH
TO EXCEED THE MAXIMUM ‘b’ DIMENSION BY MORE THAN 0.08MM.

4.'A1" 15 DEFINED AS THE DISTANCE FROMTHE SEATING PLANE TO THE
LOWEST POINT ON THE PACKAGE BODY.
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5. Package Information

48-LQFP Package Information

48-LQFP is a 48-pin, 7 x 7 mm Quad Flat Package.

5.2

Figure 24. 48-LQFP Package Dimension
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NOTES:
1. ALL DIMENSIONS REFER TO JEDEC STANDARD MS-026-BBC.
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(UNITS OF MEASURE=MILLIMETERY)

SYMBOL | MIN NOM MAX
A - - 160
Al 0.05 — 0.15
A2 135 140 145
b 0.17 022 0.27
b1 0.17 0.20 0.23
c 0.09 - 0.20
¢l 0.09 - 0.16
D 8.80 9.00 9.20
D1 6.80 7.00 7.20
E 8.80 9.00 9.20
Ef 6.80 7.00 7.20
e 0.50 BSC
L 045 | os0 | o075
L1 1.00 REF
) o EE

2. DIMENSION 'D1" AND "E1' DO NOT INCLDUE MOLD PROTRUSIONS. ALLOWABLE
PROTRUSION IS 0.25MM PER SIDE. 'D1" AND 'E1" ARE MAXIMUM PLASTIC BODY
DIMENSIONS INCLUDING MOLD MISMATCH.

3. DIMENSION 'b* DOES NOT INCLUDE DAMBAR PROTRUSION. ALLOWABLE DAMABR
PROTRUSION SHALL NOT CAUSE THE LEAD WIDTH TO EXCEED THE MAXIMUM
'b' DIMENSION BY MORE THAN 0.08MM.

4.'A1'IS DEFINED AS THE DISTANCE FROM THE SEATING PLANE TO THE LOWEST
POINT ON THE PACKAGE BODY.
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- GENERATE 04/10725 | MK. PARK JW_KIM

COMMON DIMENSIONS
(UNITS OF MEASURE=MM)

Figure 25. 48-QFN Package Dimension

48-QFN Package Information
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1. DIMENSION ‘b’ APPLIES TO METALLIZED TERMINAL AND IS MESAURED
BETWEEN 0.15MM AND 0.30MM FROM THE TERMINAL TIP.

SIDE VIEW IF THE TERMINAL HAS THE OPTINAL RADIUS ON THE OTHER END OF
THE TERMINAL, THE DIMENSION ‘b’ SHOULD NOT BE MEASURED IN THAT
RADIUS AREA,
LIST OF MATERIAL AND APPLICABLE DOCUMENTS
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48-QFN is a 48-pin, 6 x 6 mm Quad Flat No-lead package.
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Figure 26. 44-LQFP Package Dimension
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44-LQFP Package Information
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ALLOWABLE PROTRUSION I3 0.25MM PER SIDE. 'D1' AND 'E1' ARE
MAXIMUM PLASTIC BODY SIZE DIMENSIONS INCLUDING MOLD
MISMATCH.

DIMENSION 'b' DOES NOT INCLUDE DAMBAR PROTRUSION.
ALLOWABLE DAMBAR PROTRUSION SHALL NOT CAUSE THE LEAD
WIDTH TO EXCEED THE MAXIMUM b’ DIMENSION BY MORE THAN
0.08MM.

."A1"1S DEFINED AS THE DISTANCE FROM THE SEATING PLANE

TO THE LOWEST POINT ON THE PAKCAGE BODY.
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44-LQFP is a 44-pin, 10 x 10 mm Quad Flat Package.
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32-LQFP Package Information

5.5

32-LQFP is a 32-pin, 7 x 7 mm Quad Flat Package.

Figure 27. 32-LQFP Package Dimension
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5. Package Information

32-QFN Package Information

5.6

32-QFN is a 32-pin, 5 x 5 mm Quad Flat No-lead package.

Figure 28. 32-QFN Package Dimension
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6. Ordering Information

Figure 29. Device Nomenclature - Part Number Decoder

A31S134 R L 2 N (T)

Device family name
A31S13 = Arm Cortex-MO+ based microcontroller

Code memory size

4 128 Kbytes

Pin count

R 64-pin
C 48-pin
S 44-pin
K 32-pin

Package type

L LQFP1 (0.5 mm pin pitch)
N LQFP3 (0.8 mm pin pitch)
U QFN

Temperature

None -40 to 85°C (commercial grade)
2 -40to 105°C (industrial grade)

Bonding wire

None Au wire

N Pd-Cu wire
Packing

(T) Tape & reel
(W) Wafer

(©) Chip carrier

NOTE:

1. For a list of available options (memory, package, and so on) or for further information on any aspect of this
device, contact the nearest ABOV sales office.
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Revision History

A31S134 Datasheet

Revision Date Notes

1.00 Aug. 18, 2023 Initial release

1.01 Dec. 29, 2023 Minor revision

1.02 Jul. 5, 2023 Minor revision

1.03 Jul. 8, 2024 Minor revision

1.04 Dec. 2, 2024 Updated the disclaimer

1.05 Jan. 30, 2026 Added a 48-pin QFN package
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Korea

Regional Office, Seoul
R&D, Marketing & Sales

8th FI., 330, Yeongdong-daero, Gangnam-gu, Seoul,

06177, Korea

Tel: +82-2-2193-2200
Fax: +82-2-508-6903
www.abovsemi.com

Domestic Sales

Tel: +82-2-2193-2206

Fax: +82-2-508-6903
Email: sales kr@abov.co.kr

Global Sales

Tel: +82-2-2193-2281

Fax: +82-2-508-6903
Email: sales gl@abov.co.kr

HQ, Ochang
R&D, QA, and Test Center

Important Notice

37, Gangni 1-gil, Ochang-eup, Cheongwon-gun,
Chungcheongbuk-do, 28126, Korea

Tel: +82-43-219-5200
Fax: +82-43-217-3534
www.abovsemi.com

China Sales

Tel: +86-755-8287-2205
Fax: +86-755-8287-2204
Email: sales cn@abov.co.kr

Japan Sales
Tel: +81-6-6225-7758

Email: sales jp@abov.co.kr

ABOV Disclaimer
IMPORTANT NOTICE — PLEASE READ CAREFULLY

ABOV Semiconductor (“ABOV”) reserves the right to make changes, corrections, enhancements, modifications, and
improvements to ABOV products and/or to this document at any time without notice. ABOV DOES NOT GIVE WARRANTIES
AS TO THE ACCURACY OR COMPLETENESS OF THE INFORMATION INCLUDED HEREIN. Purchasers should obtain the
latest relevant information on ABOV products before placing orders. Purchasers are entirely responsible for the choice, selection,
and use of ABOV products and ABOV assumes no liability for application assistance or the design of purchasers’ products. NO
LICENSE, EXPRESS OR IMPLIED, TO ANY INTELLECTUAL PROPERTY RIGHTS IS GRANTED BY ABOV HEREIN. ABOV
DISCLAIMS ALL EXPRESS AND IMPLIED WARRANTIES AND SHALL NOT BE RESPONSIBLE OR LIABLE FOR ANY
INJURIES OR DAMAGES RELATED TO USE OF ABOV PRODUCTS IN SUCH UNAUTHORIZED APPLICATIONS. ABOV and
the ABOV logo are trademarks of ABOV. For additional information about ABOV trademarks, please refer to
https://www.abov.co.kr/en/about/corporate identity.php. All other products or service names are the property of their respective owners.
Information in this document supersedes and replaces the information previously supplied in any former versions of this document.

© 2023 - 2026 ABOV Semiconductor — All rights reserved
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